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REV. DESCRIPTION DRAWN CHECKED APPROVED
A NEW RELEASE WPY 02/19/25' e
Note:
Specifications:
1000V Solar connrctors (DS-1162-01 Series) 1. Rated voltage:500V
2.Rated current:30A

3. 0Operation Temperature Range:+80° C

UL3239 BLACK Materials:
/////ﬁ 1. Cable core Insulation material:Silicone Rubber
[/

2.Cable core material:Tinned starnded copper
3. Connrctors Insulation material:Thermoplastic
4. Solar connrctors Contact material:Red Copper, Tin plated
5. Power connector Contact material:Copper plated with gold
Product Number Code:
Power connector (Female) — DS1196-01-X X X X X X

UL3239 RED T ire Tongth®in 1)
00500:500mm ...
Wire diameter:

L 1:12AWG  2:10AWG  3:14AWG
Length can be customized Wire gauge:

A:UL3239

Voltage Type(Solar connrctors) :
1:1000V
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N
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1000V Solar connrctors(DS-1162-01 Series)

L——No. of connector:
A:Solar connrctors+Power connector (Female)

know—how, are owned

to a party other than

E (%}‘ E)\ UL3239 BLACK B:Solar connrctors+Power connector (Male)
E, ——Connector model (Power connector) :
< 1:XT60
$ I
i
N\ Power connector (Male)—
UL3239 RED

L

Length can be customized

GENERAL TOLERANCE| ANGLE TOLERANCE =t
PROJECTION TTLE Solar connector to power connector
X. £0.60 X. +5 UNITS mm
X +0.38 X 13 SHEET SIZE SERIES [ DS1196—01 Series
XX +0.25 XX x2
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